Copper Beryllium Fingerstock

METALS GALVANIC COMPATIBILITY CHART
Group Metallurgical Category Compatible Surface Finishes

Number (V) Gold  Silver Nickel Be-Cu  Tin SnPb  Zinc
1 Gold, solid and plated, Wrought platinum, graphite carbon 0.00
2 0.05
3 Rhodium plating 0.10
4 Silver, high-silver alloys 0.15
5 0.20
6 0.25
7 Nickel, nickel-copper alloys, titanium, titanium alloys, Monel 0.30
3 BerylliumCopper,lowbrassesorbronzes,silversolder,copper,Ni-Cralloys,austeniticcorrosion 035

resistant steels, most chrome-moly steels, specialty high-temp stainless steels
9 Commercial yellow brasses and bronzes 0.40
10 High brasses and bronzes, naval brass, Muntz metal 0.45
11 18% Cr type corrosion resistant steels, common 300 series stainless steels 0.50
12 0.55
13 Chlfomiurjn or tin platir)g; 12% Cr type corrosion resistant steels, most 400 0.60
series stainless steels, i.e., 410 and some cast stainless steels
14 Terreplate, tin-lead solder 0.65
15 Lead; high-lead alloys 0.70
16 Wrought 2000 series aluminum alloys 0.75
17 0.80
18 Wrought aluminum alloys except 2000 series cast Al-Si alloys, 6000 series aluminum 0.85
19 0.90
20 Cast aluminum alloys other than Al-Si; cadmium plating 0.95
21 1.00
22 1.05
23 1.10
24 1.15
25 Hot Dipped galvanized or electrogalvanized steel 1.20
26 Wrought zing; zinc die cast alloys 1.25
27 1.30
28 135
29 1.40
30 1.45
31 1.50
32 1.55
33 1.60
34 1.65
35 1.70
36 Wrought and cast magnesium alloys 1.75
37 1.80
38 Beryllium 1.85

*Harsh Environment .10 volts Max I *Normal Environment .25 volts Max. [l *Office Environment .50 volts Max I

LERADER
TECH (¢ Em) Enclosure Shielding Solutions




Global EMI Shielding Technology Center
12420 Race Track Rd., Tampa, Florida 33626
866.TECH.EMI (866.832.4364) t813.855.6921 f813.855.3291

www.LeaderTechinc.com

LERDER
Rt | (0

EMI/RFI Board, Enclosure, Cable Shielding & Thermal Solutions

IS0 9001: 2n015 5 RoHS

ERTIFIED COMPLIANT

Copyright© Leader Tech, Inc. 2024

STATEMENT IN LIEU OF WARRANTY: All technical information and data in this document is based on tests and is believed to be accurate and reliable. Nevertheless, since
the products desc9ribed herein are not provided to conform with mutually accepted specifications and the use thereof is unknown, the manufacturer and seller of the products
do not guarantee results, freedom from patent infringement, or suitability of the products for any application thereof. The manufacturer and seller of the products described in
this document will provide all possible technical assistance and will replace any products proven defective. No statement or recommendations made by the manufacturer or
seller not contained herein shall have any force of effect unless in conformity with an agreement signed by an officer of the seller and manufacturer. Product testing by the
purchaser is recommended in order to confirm expected results. copyright© Leader Tech, Inc. 2024



